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Product Specification Sheet 

 Tree Lighting 

 

 

 

 

 

 

 

PHYSICAL DATA  

 Aluminium body, powder coated black finish 

 IP65 rated compact spotlight measuring 111mm x 63mm  

 Adjustable knuckle joint to allow easy positioning  

 Supplied with E4013B mounting bracket 

 Tree strap (5 lengths available) to permit fixing (without screws) to tree trunk  

 Sufficient distance internally between lamp holder and lens (82mm) to permit the fitting of 
optional glare louvre (E4010), frosted lens (MR16AFL) and a range of Dichroic clip on colour 
filters  

 
ELECTRICAL DATA  

 240v operation 

 Pre-wired with 1.5 metre heavy duty rubber three core 1.5mm2 HO7 RNF cable  

 Glanded cable entry facilitates rewiring in the event of cable damage 
 

RECOMMENDED LAMPS (purchase separately)  

 
GU10 LED type lamp 

 
Halogen lamps up to 35w 

E4132T Strap-on tree mount           

IP65 240v Spotlight GU10 black 

Aluminium, adjustable 240v spotlight in a matt black, 
powder coat finish. Flush, tempered glass lens 
prevents water accumulation, and the longer body 
helps shield the lamp from view. Accommodates a 
wide range of GU10 LED lamps, louvre, lens and colour 
filters. Secure onto tree trunk with rubber tree strap 
(choice of 5 different lengths)  
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INSTALLATION 

Unscrew bezel and insert lamp. Apply small amount of grease to thread and screw back on to the body 
of the light.  Secure end of strap over stud fixing with the wing nut and washer supplied. Stretch the 
rubber strap around the tree branch or trunk and slot the other end of the strap over the second stud. 
Secure the strap with the wing nut and washer supplied. Fit spotlight onto the centre bush of the 
E4013B. Tighten the lock nut against the hollow threaded section of the spotlight to secure position. 
Cable connections can be made using a T9966 IP68 in-line connector or any IP rated junction box. 
Using a single RCD for large numbers of 240v fittings is not recommended due to the risk of nuisance 
tripping. We advise the use of separate RCD protection for each circuit and a maximum of 12 fittings 
per RCD. 
 
 

COMPLIANCE 

 

 CE / RoHS Compliant 
 

mailto:technicalsupport@lightingforgardens.com

