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Product Specification Sheet 

 Wall Lights 

 

PHYSICAL DATA  

The body of the light is constructed from natural brass with an antique lacquered finish, with clear 
polycarbonate diffuser.  The light measures 320mm x 220mm and weighs 2.35Kg (exc. lamp).  The light has 
an IP44 rating. 
 
ELECTRICAL DATA  

240v  ac 
 
COMPATIBLE LAMPS (purchase separately)  

The light accepts most E27 lamps not exceeding 135mm 
in length.  Suitable lamps include 

 GLSE27 E27  

 Golfball 

 CE27650L 

LD483A92 Coachlight Lantern 

Light - Solid Brass, Antique 

Lacquered Finish 

A traditional outdoor coachlight with clear 
polycarbonate panels providing a uniform spread of 
light for downlighting and general lighting applications.  
It is made from solid brass with a durable antique 
lacquered finish for easy maintenance. 
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INSTALLATION 

Screw back plate to wall using fixings provided. 
Connection made behind back plate.  
T9990 Outdoor Sealant - Black - 75ml is 
recommended to seal fixings and around cable 
entries. 
 
The lamp should be cleaned with a damp cloth and 
soapy water.  The use of solvents or alcohol based 
cleaners should be avoided. 
 
Using a single RCD for large numbers of 240v fittings 
is not recommended due to the risk of nuisance 
tripping. We advise the use of separate RCD 
protection for each circuit and a maximum of 12 
fittings per RCD 
 
 
 
COMPLIANCE & WARRANTY 

 2 year warranty 

 CE / RoHS Compliant 
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